LIGHT INTENSITY
Control of lighting in indoor
environment will help
identify specific area where
lighting is needed most.
This will help to identify
lighting of redundency, thus
turning them off while
r e d u c i n g p o w e r
consumption.
In specific task, lighting
plays an important role in
productivity.
The LITEcheck tester is ideal
for use in showcase window
setup, commercial and
office, industrial facility,
school environment. Even
automobile tintscreen
check is made possible.
It is also useful in locating
the right place for house
plants, where lighting is
ideal for plant growth.
* LIGHTING GUIDE INCLUDED
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Product Feature

ISO 9001 Certified Firm

100~50,000 L u x
10~5,000 Fc
Resolution
100Lux / 10 Fc
Accuracy
±8% Full Scale
Battery
4x1.5V Button Cell
(Alkaline LR44 or equiv.)
Battery Life
Approx. 150 hours
(continuous use)
Auto Shut-Off
Approx. 15 min.
Operating Temperature
0° ~50° C

Simple to use - directional spot sensor, units in Lux or foot-candle

Operating Range

Digital Light Intensity meter 100 to 50,000 Lux / 10 to 5,000 fc with hold function

Product Specification

measurement of lighting for industrial facility / show cases / indoor plants

(Manual)

LITEcheck Light intensity meter

LiteCheck
Operation
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Instruments for the professioinal

Simple to use - directional spot sensor - wide range

Trans
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Mode Button

Read / hold Button

Battery Cap

Sensor Face

Latch

Battery Cap Installation
INSTALLING
BATTERY CAP

REPLACING BATTERIES

This unit is shipped
with the battery
cap open. Close
the battery cap by
pressing Cap on on
a hard surface util
the latch clicks,
indicating a secure
lock.

2. Use the thumb to
push Cap forward.

1. Lift latch with a pen or
mini screwdriver. DO
NOT PULL latch out
completely.

3. Hold the battery cap
and seperate it from the
meter.
4. Replace all batteries
according to polarity.

Precautions In Handling
Do not submerge the unit without the waterproof
bag. It cannot come under high pressure
underwater and is beyond repair if water gets
into the unit.
While using the waterproof bag, be sure to fully
seal each zip strip, roll up firmly and fasten with
the velcro flap before going under water

Do not store unit
without the protective
cap or under high
temperature and
direct sunlight. This will
shorten the life span
of the meter and
cause premature
expiry of the sensor.

Do not clean unit with
thinner or solvents.
This will damage the
unit. Use only mild
detergent on damp
cloth to clean and
rinse unit if needed.

CHEMICAL

MAKING MEASUREMENT
1. Press the on-off / HOLD button to switch on the unit. Display will show reading flashing in continuous
measurement.
2. With the Sensor face directed perpendicular to the light source, place meter to position where sensor is just above
measuring site and avoid any shadow overcast.
3. Keep still and wait for 3 seconds and press the HOLD button once to freeze the display. Now you can bring the
unit in and take a reading.
Note:

This meter measures directional light. The reading displayed indicates lighting accurate at the exact spot
where the sensor face is. This reading will appear lower against other photographic/light meter where a
dome-shaped sensor is employed to include surrounding reflected stray light from other angles.
4. To make another reading, press on-off button to release the display and repeat step 3 and 4.
5. To avoid inaccurate reading due to shadow overcast, always position the sensor face directed at the light source
and away from any shadow.

MAINTENANCE
LOW BATTERY ALERT
When the battery symbol
appear on the
display, this indicates a low battery and only 2 hours
of continuous use remain. Though the unit may
continue to function, the accuracy of the unit will
be affected beyond 2 hours. Change the batteries
according to instructions overleaf.

6. To switch off, press and hold-down the on-off button for 3 seconds.
CHANGING UNITS OF MEASUREMENT
1. If different units of measurement is desired, press and hold-down the MODE button until the display shows " l c "
for Lux or " Fc" for foot-candle. Then display return to measuring mode.

c

2. Once unit is set, it will remain until you reset it. Each time when the meter is switched on, the word " l c" or " Fc"
will appear indicating the unit you are about to measure.

c

Industry Practice on General Lighting Guide (reference only)
INDOOR LANDSCAPING PLANT ALLOCATION
Lighting is a necessity to plant growth. Sufficient lighting
is needed for photosynthesis to take place so indoor
plants can remain lush and green, or even flower. If
natural sunlight is not sufficient, additional artificial lighting
will be needed to supplement lighting or relocation is
required.
Below are the minimum lighting requirements for indoor
plants:

In the presence of certain radio
transmitters, this product may produce
erroneous readings. If this occurs then
measurements should be repeated at
another location.

